


Inspection Items:

Inspectors review the lot grading certi�cates to 
determine if the surface elevations are within 
acceptable tolerance of the design elevations 
on the approved Lot Grading Plan. For 
developments occurring in areas that do not 
have approved Lot Grading Plans, inspectors 
review the grading certi�cates to determine if 
the slopes are acceptable. The site inspection 
veri�es compliance with restrictive covenants, 
servicing requirements and surface drainage 
that meet the minimum requirements of the 
Surface Drainage Bylaw and the lot grading 
guidelines. House construction must  
be complete. 

Inspectors will be looking to ensure that:

�s�� �$�R�I�V�E�W�A�Y�S �A�N�D �S�I�D�E�W�A�L�K�S �A�R�E �C�O�M�P�L�E�T�E�D��

�s�� �4�H�E �S�I�T�E �I�S �C�L�E�A�N �A�N�D �F�R�E�E �O�F �D�E�B�R�I�S �A�N�D 
�C�O�N�S�T�R�U�C�T�I�O�N �M�A�T�E�R�I�A�L�S��

�s�� �4�H�E �G�R�A�D�I�N�G �I�S �U�N�I�F�O�R�M �A�N�D �F�R�E�E �O�F �R�U�T�S�� 
�D�E�P�R�E�S�S�I�O�N�S �O�R �E�X�C�E�S�S �S�O�I�L�S��

�s�� �0�O�S�I�T�I�V�E �S�L�O�P�E �E�X�I�S�T�S �A�W�A�Y �F�R�O�M �T�H�E �F�O�U�N�D�A�T�I�O�N 
�W�A�L�L�S�� �3�E�E �$�I�A�G�R�A�M�S �! �� �"��

�s�� �3�W�A�L�E�S �A�R�E �W�E�L�L �D�E�l�N�E�D �T�O �C�O�N�V�E�Y �S�U�R�F�A�C�E 
�D�R�A�I�N�A�G�E �O�F�F �T�H�E �L�O�T�� 

�s�� �3�I�D�E �Y�A�R�D�S �A�R�E �G�R�A�D�E�D�� �E�V�E�N �I�F �T�H�E �A�D�J�A�C�E�N�T �L�O�T 
�I�S �I�N�C�O�M�P�L�E�T�E��

�s�� �3�T�E�P�S �O�R �D�E�C�K�S �A�R�E �P�R�O�P�E�R�L�Y �B�A�C�K�l�L�L�E�D��

�s�� �3�T�O�R�M �O�R �F�O�U�N�D�A�T�I�O�N �S�E�R�V�I�C�I�N�G �C�O�M�P�L�I�E�S �W�I�T�H 
�T�H�E �D�E�S�I�G�N �R�E�Q�U�I�R�E�M�E�N�T�S��

�s�� �7�I�N�D�O�W �W�E�L�L�S �A�R�E �I�N�S�T�A�L�L�E�D �T�O �l�N�A�L �G�R�A�D�E 
�E�L�E�V�A�T�I�O�N��

�s�� �'�R�A�D�I�N�G �M�A�T�C�H�E�S �T�H�E �T�O�P �O�F �C�U�R�B �O�R �C�I�T�Y 
�S�I�D�E�W�A�L�K �O�R �T�H�E �T�O�P �O�F �T�H�E �P�A�V�E�D �L�A�N�E��  
�3�E�E �$�I�A�G�R�A�M�S �# �� �$��
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Typical Clay Cap with Sidewalk

Typical Final Grade Clay Cap with Sidewalk

In-Fill Development

Grading approval and lot grading certi�cates are 
also required for in-�ll development. Drainage 
to adjacent properties is the major focus of  
a grading inspection for in-�ll housing. 
Inspectors will be looking for uniform  
grading with positive drainage, storm or 
foundation servicing and:

�s�� �2�O�O�F �O�R �P�U�M�P�E�D �S�U�B�S�U�R�F�A�C�E �D�R�A�I�N�A�G�E  
�T�H�A�T �I�S �D�I�R�E�C�T�E�D �T�O �A �L�O�C�A�T�I�O�N �W�H�E�R�E �I�T  
�W�I�L�L �D�R�A�I�N �O�N�T�O �A�N �A�D�J�A�C�E�N�T �P�R�O�P�E�R�T�Y��

�s�� �'�R�A�D�E �C�H�A�N�G�E�S �T�H�A�T �W�I�L�L �D�I�R�E�C�T �S�U�R�F�A�C�E  
�D�R�A�I�N�A�G�E �O�N�T�O �A�N �A�D�J�A�C�E�N�T �P�R�O�P�E�R�T�Y��

For additional information, please refer to 
the pamphlet “Lot Grading - In-�ll Housing 
Development” or “Surface Drainage 
Problems” guide. 

Things to Remember

�s�� �0�R�O�P�E�R�T�Y �O�W�N�E�R�S �D�O �N�O�T �N�E�E�D �T�O �B�E �P�R�E�S�E�N�T �F�O�R �A 
�L�O�T �G�R�A�D�I�N�G �I�N�S�P�E�C�T�I�O�N��

�s�� �#�H�E�C�K �F�O�R �S�E�T�T�L�E�M�E�N�T �A�D�J�A�C�E�N�T �T�O �T�H�E �F�O�U�N�D�A�T�I�O�N 
�W�A�L�L�S�� �I�N�C�L�U�D�I�N�G �A�R�E�A�S �U�N�D�E�R �D�E�C�K�S �A�N�D �S�T�E�P�S��

�s�� �2�E�P�A�I�R �S�E�T�T�L�E�M�E�N�T�S�� �E�S�P�E�C�I�A�L�L�Y �U�N�D�E�R  
�D�O�W�N�S�P�O�U�T�S �A�N�D �S�U�M�P �P�U�M�P�S �D�I�S�C�H�A�R�G�E�S��

�s�� �,�E�A�V�E �T�H�E �D�O�W�N�S�P�O�U�T �E�X�T�E�N�S�I�O�N�S �I�N �T�H�E  
�h�D�O�W�N �P�O�S�I�T�I�O�N�v��

�s�� �0�E�T�S �S�H�O�U�L�D �B�E �P�R�O�P�E�R�L�Y �S�E�C�U�R�E�D �A�N�D  
�G�A�T�E�S �S�H�O�U�L�D �B�E �U�N�L�O�C�K�E�D �T�O �A�L�L�O�W  
�F�O�R �A �T�R�O�U�B�L�E �F�R�E�E �I�N�S�P�E�C�T�I�O�N��

�s�� �)�F �A �R�E�
�I�N�S�P�E�C�T�I�O�N �I�S �N�E�E�D�E�D�� �T�H�E �P�R�O�P�E�R�T�Y  
�O�W�N�E�R �M�U�S�T �C�O�N�T�A�C�T ��������

�s�� �7�O�R�K�L�O�A�D �A�N�D �W�E�A�T�H�E�R �C�A�N �I�M�P�A�C�T �I�N�S�P�E�C�T�I�O�N 
�S�C�H�E�D�U�L�E�S��

�s�� �0�R�O�P�E�R�T�Y �O�W�N�E�R�S �A�R�E �R�E�S�P�O�N�S�I�B�L�E �T�O �M�A�I�N�T�A�I�N 
�P�R�O�P�E�R �L�O�T �G�R�A�D�I�N�G�� �A�F�T�E�R �A�P�P�R�O�V�A�L �H�A�S �B�E�E�N 
�I�S�S�U�E�D�� �F�O�R �A�S �L�O�N�G �A�S �T�H�E�Y �O�W�N �T�H�E �P�R�O�P�E�R�T�Y��

Rear to Front Surface Drainage

Split Surface Drainage


